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User Information:

Before using the Gate Step, read these 
installation instructions and familiarise yourself with the 
system and process of its use.

This installation manual presents the basic information and 
describes precautions involved in the use of the product.

Please adhere to the instructions in this manual for your 
own safety and the safety of others. Failure to observe the 
instructions may lead to damage to the system and 
vehicle, injury to users of the system and vehicle.

It is the responsibility of the user to make sure that the 
completed vehicle, with utility bed and accessories, 
conforms to all regulations and applicable laws of the State 
or Territory in which the vehicle is to be registered.

Overview:

1 - Drop down step with 
grip.

2 - Step housing.

3 - Hinge with grub screw 
x4.

4 - Grab handle.

Gate Step WARNINGS:

1 - Maximum load capacity for the Gate Step is 
300lbs/136kg.
2 - Never exceed the maximum permissible loading of 
the Gate Step. 
3 - Do not rest loads onto the Gate Step or use other 
than as intended by the manufacturer.
4 - Always have the vehicle in Park (or First Gear) and 
the Handbrake engaged when using Gate Step.
5 - Be aware of potential pinch points and stay well clear 
when opening and closing step.
6 - Never attempt to modify the Gate Step.
7 - After use, always place the Gate Step in the transport 
position.
8 - Check the locking mechanism is properly located.
9 - Always maintain 2 or 3 points of contact with the 
vehicle and you are physically able to step up into the 
bed.
10 - Where ever possible, avoid climbing onto the back of 
the vehicle for your own safety and never remain on the 
bed while the vehicle is in motion. 

5 - M8 x 25mm socket 
head cap screw.
6 - M8 spring washer.

7 - Channel nut.
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Ensure the channel nuts are 
installed the appropriate posi-
tion on the rack bar. 
Insert the M8 cap screws and 
spring washers through the 
handle and screw onto the 
channel nuts.
Using a 6mm allen tool, tighten 
the M8 cap screws, locking the 
handle in position.

Step 1: Install channel nuts.

Install the channel nuts into the 
rack bar. Push the nut (spring 
side down), into the channel 
and twist to lock into place. 
This is done the same side as 
gate step will be installed.
Pick a location that can be 
comfortably reached from the 
ground in a standing position.

Step 2: Install the grab handle.

Step 3: Assemble mounts.

Slide the step mount hinges 
(3) into the step housing (2) as
shown.
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Step 5: Position the step.

Slide the Step Gate assembly 
into the channel as shown. 

Step 6: Tighten the outer grub screws.

Position the Gate Step in the 
required position. Using a 4mm 
allen tool, tighten the two outer 
grub screws within the mounts.

The bottom ‘c’ chan-
nel is to be used 
during install.

Step 4: Insert the step into the Sport Utility Bed (SUB©).

Drop the side gate of the 
Comtruk Sport Utility Bed 
(SUB) or Tri-Gate Bed, that 
you intend to install the Gate 
Step to. Locate the ‘c’ channel 
access at the bottom of the 
hanging gate (closest to the 
ground).

pamela
Cross-Out



5

Step 7: Fix the assembly in place.

With the assembly in the 
stowed position, the inner grub 
screws are blocked. Lift the 
assembly up 90 degrees. This 
will expose the two inner grub 
screws, allowing them to be 
tightened.

While the step 
is stowed, the 
inner grub 
screws are 
blocked.

Side view:

Step 8: Using the step.

With the Gate Step now in-
stalled, simply lower the drop 
down step (1). Hold the 
Comtruk grab handle and step 
up into the Sport Utility Bed.

Comtruk Grab Handle
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Step 9: Stowage.

A - To safely stow the Gate 
Step, lift the drop down step 
back up into the raised 
position.
B - Lift the entire unit upwards 
until it is fl ush with the side 
gate of the Sport Utility Bed. 
The hooks on the step housing 
will latch onto the side gate of 
the Sports Utility Bed.

B:

A:

The hooks will latch 
onto the Sport Utility 

Bed.

Step 10: Lift the SUB gate back into position.

Lift the side gate of the Sport 
Utility Bed back into its drivable 
position. 

Rubber prevents 
rattling during 
motion.

Lift up and then 
push down to 
engage the hooks.




