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User Information:

Before using the EZ Lift-N-Load, read these 
installation instructions and familiarise yourself with the 
system and process of its use.

This installation manual presents the basic information and 
describes precautions involved in the use of the product.

Please adhere to the instructions in this manual for your 
own safety and the safety of others. Failure to observe the 
instructions may lead to damage to the system and 
vehicle, injury to users of the system and vehicle.

It is the responsibility of the user to make sure that the 
completed vehicle, with utility bed and accessories, con-
forms to all regulations and applicable laws of the State or 
Territory in which the vehicle is to be registered.

Platform lift overview:

1 - Lift platform

2 - Release latch

3 - Lift switch

4 - Activation key barrel

5 - Ratchet straps

6 - Pull handle

7 - Lift mast

EZ Lift-N-Load WARNINGS:

1 - Maximum lift capacity for TC-XXXX is 250kgs or 
550lbs
2 - Never exceed the maximum permissible loading of 
the EZ Lift-N-Load. 
3 - Always uniformly distribute the load across the base 
platform. Loads that extend beyond the platform could be 
considered as over loading the unit and not safe
4 - Never expose the electronic system to water or liquid 
as it could make the unit unusable
5 - Never lift people with the EZ Lift-N-Load. This could 
lead to serious injury or death
6 - When operating this unit the ground should be suffi  -
ciently fl at and fi rm
7 - Always have the vehicle in Park (or First Gear) and 
the Handbrake engaged
8 - Be aware of potential pinch points and stay well clear 
when raising and lowering a load.
9 - Never attempt to modify or install add-on lifting acces-
sories yourself
10 - Watch out for hazards
11 - After use, always place the EZ Lift-N-Load in the 
transport position
12 - Check the locking mechanism are properly located
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Visual Inspection Pass Fail N/A Comments

1.1 Presence of 

compliance plate.

1.2 Yellow locking 

lever.

1.3 Platform 

structure.

1.4 Lifter structure.

1.5 Strap attachment 

points.

1.6 Webbing straps 

with signs of wear.

1.7 Electronic 

components.

2. Functional Tests

2.1 Operation key.

2.1 Lift switch up and 

down.

2.2 Levers

* If you fi nd a fault that prevents you from operating the crane safely, contact an 

authorised workshop. Do not try to repair the fault, it can cause you injury or damage the 

vehicle.

Operator: Document ID:

Crane s/n: Date:

Daily inspection checklist to photocopy:
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Step 1: Powering the lift.

Using the plastic key provided, 
set the lift power on by setting 
turning the key in a clockwise 
direction.

ON

ON

A: B:

Step 2: Raise the platform.

Press upward directional arrow 
on the lift switch (3). Note that 
the lift will automatically stop at 
the correct height. 

ON

Step 3: Release the platform.

Grab the yellow release latch 
(2) and pull upwards.

ON

Holding the ‘up’ arrow 
button, will raise the 
platform slightly. 

A: B:

NOTE: The switch has a 
soft start. It will take 1-2 
seconds before the unit 
begins to raise. The 
controller will also shut off  
automatically when it has 
reached its max and min 
height.

NOTE: It is recommended 
to have the vehicle running 
or connected to an auxiliary 
battery.
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Step 4: Swing the platform into position.

Grab the pull handle (6) and 
carefully swing the platform out 
and into position. There will be 
an audible ‘snap’ when the 
platform is in the correct 
position.

A:

B:

SNAP!

Step 5: Lower the platform.

Push the ‘downward’ arrow on 
the lift switch (3). When the 
platform reaches the ground, it 
will automatically stop.

ON
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Step 6: Prepare the straps.

Undo the ratchet straps (5).

Step 7: Secure the load.

Place the load onto the 
platform. Reattach the ratchet 
straps and tighten.

A:

B:

Ratchet the strap taught.
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Step 8: Lift the load to pickup bed.

Press the upward arrow on the 
lift switch (3).
The lift will automatically stop 
when it reaches the top height.

ON

Step 9: Swing the load back onto the pickup bed.

A - Pull the yellow release latch 
(2) upward.
B - Grab the pull handle (6)
and carefully swing the
platform back into position.
There will be an audible ‘snap’
when the platform is in the
correct position.

B:

SNAP!

A:
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Step 10: Lower the load to pickup bed.

Press the downward 
directional arrow on the lift 
switch (3). Note that the lift will 
automatically stop when the 
platform makes contact with 
the bed. 

ON

The lift will stop when the 
platform makes contact 
with the bed. 

Step 11: Power down the lift.

Turn the plastic key provided 
anti-clockwise and remove 
from the lift unit.

ON

ON

A:

B:
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Manual override control in the event of power failure.

1 - Remove the cap head 
screw on the top of the black 
motor housing.

2 - Insert a 6mm allen key in 
the drive of the motor. Turning 
clockwise or counter-clockwise 
will  lift or lower the platform in 
the event of motor failure.

1: 2:

Note:
When lift unit is manually moved to 
the travel position, refi t cap screw and 
take to an authorised service agent for 
inspection and repair. In the case of a 
fl at battery, it will need to be 
recharged fully before the unit should 
be operated again.


