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User Information:

Before using the Load Roller, read these 
installation instructions and familiarise yourself with the 
system and process of its use.

This installation manual presents the basic information and 
describes precautions involved in the use of the product.

Please adhere to the instructions in this manual for your 
own safety and the safety of others. Failure to observe the 
instructions may lead to damage to the system and 
vehicle, injury to users of the system and vehicle.

It is the responsibility of the user to make sure that the 
completed vehicle, with utility bed and accessories, 
conforms to all regulations and applicable laws of the State 
or Territory in which the vehicle is to be registered.

Overview:

Parts list:

1 - Bracket left.

2 - Bracket right.

3a - Roller outer plastic.

3b - Roller inner alloy.

4 - M10 nyloc nut.

5 - M10 x 20mm fl at washer..

6 - M10 lock nut.

7 - Roller bushing.

8 - M10 Spring Washer.

9 - M10 x 40mm cap screw

10 - M8 spring channel nut.

11 - M8 x 25mm done head 
screw.

Load Roller WARNINGS:

1 - Never exceed the maximum permissible loading of 
the Load Roller. 
2 - Never attempt to modify the Load Roller.
3 - Always ensure the Load Roller is secure before use.
4 - Load Roller is rated to 35kg/80lbs.

Note: parts 4-9 will be pre assembled.

Tools needed:

1- 5mm Allen Key.
2 - Rubber mallet.
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Step 1: Prepare the install location

Remove the rubber from the ‘c’ 
channel in the intended install 
location. The roller can be 
installed on the rear or the side 
of the platform.

Note: the roller can be installed 
onto sports bar of Sport Utility 
Bed (SUB  ).

Step 2: Insert the channel nuts.

1 - Insert the bush assemblies 
into the roller.
2 - Measure approximate 
length between the mount-
ing points on the brackets as 
illustrated. 

Measure distance - “X”.

REAR

Use a rubber mallet to carefully 
tap the assembly into place.

c
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Step 3: Insert the channel nuts.

1 - Place the channel nuts into the 
intended mounting position. They 
should be spaced to the measure-
ment found in the previous step 
“X”.
2 - Press down on the nut, 
depressing the spring. Twist the 
nut to lock it in place under the 
edges of the channel.

Step 4: Fix in position.

Place the roller over the chan-
nel nuts and fi x in place with 
a 5mm allen key. Tighten to 
10-12Nm. 

“X”.
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Note: the roller can be installed 
onto sports bar of SUB.


